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AUTHORITY: 33 U.S.C. 1903; 46 U.S.C. 3306,
3307, 3703; 49 U.S.C. App. 1804; E.O. 12234, 45
FR 58801, 3 CFR, 1980 Comp., p. 277; Depart-
ment of Homeland Security Delegation No.
0170.1.

SOURCE: CGFR 65-50, 30 FR 17022, Dec. 30,
1965, unless otherwise noted.

EDITORIAL NOTE: Nomenclature changes to
part 98 appear by USCG-2009-0702, 74 FR
49232, Sept. 25, 2009.

Subpart 98.01—General

§98.01-1 Applicability.

(a) The provisions of this part shall
apply to all self-propelled cargo vessels
which carry in bulk any of the dan-
gerous cargoes specifically noted in
this part.

(b) [Reserved]

(c) The regulations for barges car-
rying any of the bulk chemical cargoes
listed in subparts 98.01 through 98.25
are found in subchapter O of this chap-
ter.

(d) [Reserved]

(e) Manned barges carrying any of
the cargoes listed in Table 151.05 of this
chapter will be considered individually
by the Commandant and may be re-
quired to meet the applicable require-
ments of subchapter O of this chapter,
as well as the requirements of this sub-
chapter.

[CGFR 65-50, 30 FR 17022, Dec. 30, 1965, as
amended by CGFR 70-10, 35 FR 3711, Feb. 25,
1970; CGD 84-043, 55 FR 37411, Sept. 11, 1990; 59
FR 17011, Apr. 11, 1994]

§98.01-3 Incorporation by reference.

(a) Certain standards and specifica-
tions are incorporated by reference
into this part with the approval of the
Director of the Federal Register in ac-
cordance with 5 U.S.C. 552(a). To en-
force any edition other than the ones
listed in paragraph (b) of this section,
notice of change must be published in
the FEDERAL REGISTER and the mate-
rial made available to the public. All
approved material is at the National
Archives and Records Administration
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§98.25-5

(NARA), and is available from the
sources indicated in paragraph (b) of
this section. For information on the
availability of this material at NARA,
call 202-741-6030, or go to: http:/
www.archives.gov/federal register/

code of federal regulations/

by locations.html.

(b) The standards and specifications
approved for incorporation by ref-
erence in this part and the sections af-
fected, are:

American Society for Nondestructive Testing
(ASNT)

41563 Arlingate Road, Caller # 28518, Colum-
bus, OH, 43228-0518

ASNT ‘“‘Recommended Practice No.
SNT-TC-1A (1988), Personnel Qual-
ification and Certification in Non-
destructive Testing”’ 98.25-97(c)(2)

American Society of Mechanical Engineers
(ASME) International

Three Park Avenue, New York, N.Y. 10016-
5990

ASME Boiler and Pressure Vessel
Code, section V, Nondestructive
Examination (1986) 98.25-97(a)(1)

[CGD 85-061, 54 FR 50965, Dec. 11, 1989 as

amended by USCG-1999-6216, 64 FR 53226, Oct.
1, 1999]

Subpart 98.25—Anhydrous
Ammonia in Bulk

§98.25-1 Applicability.

(a) The regulations in this subpart
apply to each self-propelled vessel that
has anhydrous ammonia on board as a
cargo, cargo residue, or vapor and that
is not regulated under part 154 of this
chapter.

(b) Any self-propelled vessel to which
this subpart applies shall be inspected
and certificated under this subchapter
and subchapter D of this chapter.

[CGD 74-289, 44 FR 26008, May 3, 1979]

§98.25-5 How anhydrous ammonia

may be carried.

(a) Anhydrous ammonia shall be car-
ried in unfired pressure vessel type
tanks independent of the structure as
detailed in this part, except as other-
wise provided in paragraph (b) of this
section.

(b) When anhydrous ammonia is to be
transported at its boiling temperature
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